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SCOPE

This schedule specifies the requirements
for the procedures and working methods
used by OnSite Central Ltd. for the
installation of the Premier Pipe+ Cured-In-
Place Pipe (CIPP) linings for rehabilitation
of circular gravity drains and sewers as
defined in WRc Approved® Assessment
Schedule PT/547/1225-AS.

SERVICE DESCRIPTION

 Introduction

OnSite Central Ltd. provide a service to
install the Premier Pipe+ CIPP linings in
accordance with the Premier Pipe+
installation manuals(1) for pipe diameter
ranges of 100mm to 300mm.

 Applicable standards

The following standard is relevant to this
product:

 BS EN ISO 11296-4:2018+A1:2021(2)

 Approval History

This is the first WRc Approved® certification
for the installation of the Premier Pipe+
CIPP linings by OnSite Central Ltd.

The installer WRc Approved® certificate
shall remain valid for two years providing
the Premier Pipe+ CIPP liners remain WRc
Approved® products.

REQUIREMENTS AND TESTING

 Installation

OnSite Central Ltd. shall undertake the
installation of the supplied Premier Pipe+
CIPP linings in accordance with the
appropriate installation manuals(1).

Evidence as proof of adherence to the
installation documentation by submissions
or auditing is a requirement for the
following:

 Training records of installation teams.

 Procedures and historic records for
collection of site data for the design of
the liner and installation of the lining.

 Storage and handling of the lining pre-
installation.

 Records/auditing of site lining
installation.

 Material property test results from
installed liners to demonstrate liners
meet Premier Pipe and Premier Pipe+
declared mechanical characteristic
values.

Table 1 Premier Pipe+ characteristics
values

Characteristic Declared

Premier Pipe+

Short-term flexural
modulus 1,500 MPa

Short-term flexural
strength 50 MPa
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APPROVAL

REFERENCES

1. Installation manual for “Premier
Pipe+” cured-in-place pipe (CIPP)
liners air inversion, Issue No. 1.0,
dated 01/09/2025.

Installation manual for “Premier
Pipe+” cured-in-place pipe (CIPP)
liners water inversion, Issue No. 1.0,
dated 01/09/2025.

2. BS EN ISO 11296-4:2018+A1:2021
Plastics piping systems for
renovation of underground non-
pressure drainage and sewerage
networks - Lining with cured-in-place
pipes.

OnSite Central Ltd. has been audited and
successfully met all the requirements stated
within this assessment schedule.

Signed:

Valid until 16th December 2027


